
PROPERTIES UNITS VALUES TESTING

Density lb/ft³ (kg/m³) 0.40 (6.4)
ASTM D3574 Test A, 
ISO 845

FAA Radiant Panel 
FAR 25.856(a) Pass

Flame Spread Index < 5 ASTM E84

Smoke Developed Index < 10 ASTM E84

Limiting Oxygen Index % > 40
ASTM D2863, ISO 4589-2:
1999

Noise Reduction Coefficient 
(NRC), 1 in (25mm) 0.7

ASTM C423 and E795, 
Mounting A

Max Continuous Use 
Temperature °F (°C) 575 (300)

Thermal Conductivity at 
75°F (24°C)

BTU-in/hr-ft²-°F 
(W/mK) 0.32 (0.046) ASTM C518

Specifications / Certificates

One Company, Many Solutions

www.solimide.com   •   www.boydcorp.com

  

SOLIMIDE® HT-340 polyimide foam is utilized in commercial and industrial markets as a lightweight, non-flammable, 
thermal and acoustic insulation. It is also used in the aerospace market where higher temperatures resistance is needed. 
It is formaldehyde-free and demonstrates excellent long term stability under humid conditions and after temperature 
cycling. High temperature pipes and ducts, night storage heaters and ovens are examples of applications that use
SOLIMIDE® HT-340 foam. A variety of shapes and sizes are available; facings or coatings are easily applied to meet end
.

* Subject to normal manufacturing 
variation                                BC.2014.1

SOLIMIDE® HT-340 Data Sheet

• UL 94 V-0
•   NFPA 130, US FRA and FTA (Docket 90-A)
•   Fire-Restricting Materials per the International Maritime 
     Organization (IMO) High Speed Craft code in accordance 
     with the IMO Resolution MSC.40(64)
•   ASTM C 1482
•   Boeing BMS 8-300
•   SOLIMIDE® Foams may meet additional specifications that 
     are not listed here. Please contact us to determine if it 
     meets your specifications or other requirements.

* The information included in this data sheet is believed to be accurate and reliable. BOYD Corporation assumes no 
responsibility for end use applications and no performance warranty is express or implied.
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データシート
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SOLIMIDE® HT-340発泡ポリイミドは、軽量で不燃性の断熱材や吸音材として一般産業分野で活用されています。また高耐熱性が要求される航空宇宙分野でも利用されています。SOLIMIDE® HT-340発泡ポリイミドはホルムアルデヒドフリーで、多湿下や温度急変時でも優れた耐久性を長時間示し、耐熱パイプ・ダクトや夜間蓄熱暖房機、オーブン等に応用されています。多彩な形状やサイズを取り揃えており、表面仕上げや塗装もしやすいため、お客様の多様なニーズにお応えすることが可能です。
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仕様・認定
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UL 94 V-0 (3mm厚） V-0, 5VA (6mm, 13mm厚)
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NFPA 130、US FRA及びFTA（Docket 90-A）
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ASTM C 1482
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ボーイングBMS 8-300仕様
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SOLIMIDE®発泡ポリイミドは、本書に記載されていない仕様にも対応可能です。仕様や要件の対応の可否につきましては当社にお問い合わせください。
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テスト方法
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数値
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密度
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lb/ft3 (kg/m3)
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試験
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ASTM D2863, ISO 4589-2: 1999
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> 40
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0.7
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ASTM C423及びE795Mounting A
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ASTM C518
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0.32 (0.046)
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°F (°C)
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575 (300)
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ASTM D3574 Test A, ISO 845
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ASTM E84
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< 5
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ASTM E84
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*本データシートに掲載する情報が正確な情報になるように努めておりますが、最終用途について、当社は一切の責任を負いません。また、いかなる性能の明示的または黙示的保証もいたしません。

Yoichiro Ihara
テキストボックス
* 通常の製造上のばらつきによって変わる場合があります。     BC.2014.1
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密度
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FAA放射パネルFAR 25.856 (a)
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　火炎伝播指数
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　煙蔓延指数
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　限界酸素指数
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1インチ（25mm）における騒音減少率（NRC）
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常用最高温度
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75°F（24°C）における熱伝導率
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0.40 (6.4)
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単位
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物性
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BTU-in/hr-ft2-°F (W/mk)
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< 10
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合格
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お問い合わせ先　　　極東貿易株式会社　　　　　新素材部
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〒100-0004 東京都千代田区大手町2-2-1 新大手町ビル7階 TEL 03-3244-3755  E-mail : amd.hp01@kbk.co.jp   URL: http://www.kbk.co.jp/
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IMO（国際海事機関）総会決議MSC.40 (64) に基づき、IMO高速船コードにより要求される防火材料




